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Live video streaming – whether viewed on a television screen through a set-top box, on a PC, or on a mobile device, and 

whether delivered through a closed network or the public Internet – lets you extend your reach to more viewers in more 

markets than ever before.  The StreamZ Live™ family of live streaming media encoders deliver the quality and reliability 

of our award-winning StreamZ™ studio encoding servers in a streamlined con�guration optimized for live applications 

from IPTV channels to webcasts.  For mission-critical and larger-scale applications, multiple StreamZ Live encoders can be 

combined with the Digital Rapids Broadcast Manager® software for centralized management, remote control, status 

monitoring and fault tolerance, simplifying operations with a complete enterprise-level live stream encoding work�ow.
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Live Streaming Systems
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1.  Dual-channel models available for select formats only
2.  Optional breakout cable or breakout box required for analog and AES/EBU inputs (SDI connectivity standard)
3.  Closed Caption supported in select encoding formats
4.  VC-1 model only

Please see our website for additional details.

Features StreamZ Live

 Form factor 1RU rack-mountable turnkey system
  StreamZ-Live-500: direct connectivity
 Video/audio input connectivity StreamZ-Live-1400/2600: SDI connectivity standard;
  breakout cable or 1RU breakout box optional
  AVC (H.264, MPEG-4 Part 10) with AAC audio (RTP/RTSP),
  AVC (H.264, MPEG-4 Part 10) with AAC audio (RTMP for Adobe Flash),
 Available encoding format options SMPTE VC-1 (Microsoft Windows Media),
 (must specify when ordering) On2 VP6 for Adobe Flash,
  MPEG-2 (UDP/RTP with RTSP),
  3GPP/Mobile (H.263, H.264, MPEG-4 Part 2, AAC and AMR audio)
 Transport Stream multiplexing/output º
 AC-3 (Dolby Digital) stereo or surround audio encoding º
 Input video frame formats 480i @ 59.94Hz (NTSC), 576i @ 50Hz (PAL)
 Hardware-based video pre-processing
 (motion adaptive de-interlacing, 2D & 3D noise reduction, aspect ratio conversion, cropping, •
 scaling, �ltering, proc amp controls, gamma correction)

 Hardware-based audio processing (7-band parametric EQ per channel, dynamic • range compression/expansion, base/treble, sample rate conversion, volume)

 Graphic overlay •
 Support for third-party Windows Media DRM (Entriq, SyncCast, thePlatform, generic, etc)4 •
 Operator-friendly software interface for con�guration •
 Unlimited saved pro�les for quick recall and one-click encoding •
 Scheduling, failover and automation through Digital Rapids Broadcast Manager º
Features Digital Rapids Broadcast Manager

 Supported encoders (sold separately) StreamZ Live, StreamZ, StreamZHD, DRC-Stream cards with StreamProTM software

 Failover and “self-healing” fault recovery modes •
 Alert noti�cations •
 Scheduling (online/o�ine, start/stop, encoding tasks/parameters, reboot, etc.) •
 Individual and group-based encoder management •
 Manual encoder remote control •
 Event history tracking •
 Web Services (SOAP) API for custom integration •

Inputs and Encoding Channels StreamZ-Live-500 StreamZ-Live-1400 StreamZ-Live-26001

 Encoding channels 1 1 2 
 Component analog video inputs (3 BNC)   22  22 
 Y/C (S-Video) video inputs (Mini-Din) 1  22  22 
 Composite video inputs (BNC) 1 RCA 4 BNC2 4 BNC2 
 Balanced analog audio inputs (XLR) 4  42  42 
 Unbalanced analog audio inputs (RCA) 2  42  42 
 SDI (supports embedded audio)  1 2 
 AES/EBU stereo audio (XLR)   22  22

 VBI capture with Closed Caption support3  • •

• standard   º optionalFeatures and Speci�cations




